
MIXTURE GENERATOR TYPE 170

Specifications:

 The mixture generator 170 is available in 4 sizes

 Designed to work with any type of gas
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 Fitted with a calorimetric system (Jonoflame) to adjust mixture
composition and continuous flame detection.

 Equipped with operator panel, process parameters reading and
alarms.

 Adjustable mixture flow in analog or multi-level set.
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4 sizes for every need

TYPE 170 TECHNICAL DATA

StandardStandard MixtureMixture

FlowFlow

Gas InletGas Inlet workingworking pressurepressure

150150 mbarmbar

StandardStandard

ThermicThermic PowerPower

electricelectric powerpower supplysupply

220220÷÷240 V 50240 V 50÷÷60 Hz60 Hz

DimensionsDimensions

LxAxDLxAxD

WeightWeight

kgkg

25 m3/h 2,5 m3/h 22 kW
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170/25170/25

25 m3/h

G 1”

connection

2,5 m3/h

methane

22 kW

methane
1,4 kW 800x800x2100 310

0,9 m3/h

LPG

25 kW

LPG

170/50170/50

50 m3/h

G 1” ½
connection

5,0 m3/h

methane

45 kW

methane
1,8 kW 800x800x2100 320

1,8 m3/h

LPG

50 kW

LPG

75 m3/h 7,5 m3/h

methane

67 kW

methane
170/75170/75

75 m3/h

G 2”

connection

methane methane
2,6 kW 800x800x2100 350

2,7 m3/h

LPG

75 kW

LPG

170/100170/100

100 m3/h

G 2”

connection

10 m3/h

methane

90 kW

methane
3.2 kW 800x800x2100 370

4.3 m3/h

LPG

100 kW

LPG
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TYPE 170 – ROBOT APPLICATIONS
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