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MIXTURE GENERATOR TYPE 070 

Specifications: 
 

 The mixture generator 070 is available in 4 sizes 
 

 Designed to work with any type of gas 
 

 fitted with an automatic ignition and a continuous flame 
detection. 
 

 The system allows the treatment of plastic parts, having a 
complex geometry, thanks to the flexibility of the flame 
length adjustment. 
 

 Adjustable mixture flow in analog way or in multi-level 
settings 
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4 sizes for every need 

TYPE  070 TECHNICAL DATA 

Standard Mixture 

Flow 

Gas Inlet working pressure  

150 mbar 

Standard 

Thermic Power 

electric power supply 

220÷240 V  50÷60 Hz 

Dimensions 

LxAxD 

Weight 

kg 

070/25 

25 m3/h 

 

G 1” 

 connection 

2,5  m3/h  

methane 

22 kW   

methane 
0,5 kW 600x725x1250 118 

0,9  m3/h 

LPG 

25 kW   

LPG 

070/50 

50 m3/h 

 

G 1” ½ 
 connection 

5,0  m3/h  

methane 

45 kW   

methane 
0,7 kW 600x725x1250 125 

1,8  m3/h 

LPG 

50 kW   

LPG 

070/75 

75 m3/h 

 

G 2” 

 connection 

7,5  m3/h  

methane 

67 kW   

methane 
1,2 kW 600x725x1250 150 

2,7  m3/h 

LPG 

75 kW   

LPG 

070/100 

100 m3/h 

 

G 2” 

 connection 

10  m3/h  

methane 

90 kW   

methane 
1,5 kW 600x825x1250 175 

4,2  m3/h 

LPG 

100 kW   

LPG 
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TYPE 070 – MANUAL APPLICATIONS 
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TYPE 070 – ROBOT APPLICATIONS 
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